


CONTENTS

Bronze Ball Valve (Threaded) 1

Bronze NRS Gate Valve (Threaded) 2

Bronze RS Gate Valve (Threaded) 3

Bronze Swing Check Valve (Threaded) 4

Bronze Globe Valve (Threaded) 5

Bronze Y - Strainer (Threaded) 6

Bronze Lift Check (Threaded) 8

Bronze Foot Valve (Threaded) 9

Bronze Angle Valve (Threaded) 10

Pressure. / Temperature Graph 11

Brass Ball Valve (Threaded) 12

Brass Gate Valve (Threaded) 13

Brass Auto Air Vent (Threaded) 15



Company Profile
GALA - Extends Business on a Global Perspective.
GALA company offers a wide range of products and systems in the field of valves, piping, and 
seismic isolation for applications ranging from equipment for office buildings, fire fighting, 
heating, water works, sewerage, marine, industrial to top fluid control. Our aim is meaningful 
contribution to society by providing comfort and safety through our products, technical skills 
and services!

GALA - Professional Manufacturer of Industrial Valves 
GALA have variety products to meet customer demand of different valve. Designing, 
manufacture and sale of one-stop service is the company's core strengths.

GALA products cover the following industry area: 
Water supply system, water treatment, food, chemical, cement, air-conditioning systems, 
industry engineering, nuclear power, papermaking, Petrochemical Industry, pharmaceutical, 
Powder Industry, steel industry, sugar refining, textiles and so on. GALA anti-pollution 
environmental protection industry is one of the major business. GALA provides various valve 
for wastewater processing and exhaust gas processing. 
 

GALA have wide variety of industrial valves, including following main products: 
♦ Fire Protection Valve 
♦ Balancing Valve
♦ Butterfly Valve 
♦ Gate Valve,Globe Valve,Check Valve,Ball Valve
♦ Strainer
♦ Flexible Rubber Joint
♦ Flexible Stainless Steel Hose, Expansion Joint

Other Valves and fittings are also available from GALA.

All products will be designed, manufactured and assembly by GALA.



Bronze Ball Valve (Threaded)
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Fig. 1251

Dimension 

mm 15 20 25 32 40 50 65 80 100

Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

53 61 71 85 92 114 135 149 174

44 51 55 65 70 83 121 133 158

95 110 110 140 140 160 225 277 277

L

H

D

DN

TYPE 600

Specification
MSS SP-110.
Screwed Body Cap • Full Bore
Blow-out Proof Stem • PTFE Seat
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Pressure Ratings

Working Pressure 600 psi (41.3 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 900 psi (62 bar) Hydrostatic

Seat: 660 psi (45.5 bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Material List 

Part Name  Material  ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Cap Bronze (Gunmetal) B62 C83600 1400 LG2

Ball Brass+Chrome Plated B124 C38800 2874 CZ122

Seat PTFE

Stem Brass B124 C38800 2874 CZ122

O-Ring NBR

Gland Brass B16 C36000 2874 CZ121

Handle Steel (Chorme Plated) A709 36 4360 40B

D

L

H



Bronze NRS Gate Valve (Threaded)
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Fig. 3152

Material List 

Dimension 

mm 15 20 25 32 40 50 65 80 100

Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

43 49 54 62 65 75 87 105 124

78 92 103 116 133 156 190 215 258

52 60 60 70 78 92 100 110 130

L

H

D

DN

CLASS 150

Specification
MSS SP-80 
Screwed-In bonnet • Solid Wedge Disc
Non-Rising Stem • Integral Seat • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Bonnet Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Bronze (Gunmetal) B62 C83600 1400 LG2

Stem Brass Rod B124 C38800 2874 CZ122

Packing PTFE

Packing NutBrass Rod B124 C38800 2874 CZ122

Gland Brass Rod B124 C38800 2874 CZ122

Handwheel Cast Iron A48 No.35 1452 Gr.260

Gasket Non Asbestos



CLASS 150 Bronze RS Gate Valve (Threaded)
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Fig. 3153

Dimension 

mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

43 49 54 62 65 75

112 125 143 170 198 233

55 63 70 80 80 90

L

H

D

DN

Specification
MSS SP-80
Screwed-In Bonnet • Solid Wedge Disc
Rising Stem • Integral Seat • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Material List 

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Bonnet Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Bronze (Gunmetal) B62 C83600 1400 LG2

Stem Brass Rod B124 C38800 2874 CZ122

Packing PTFE

Packing Nut Brass Rod B124 C38800 2874 CZ122

Gland Brass Rod B124 C38800 2874 CZ122

Handwheel Cast Iron A48 No.35 1452 Gr.260

Gasket Non Asbestos



CLASS 150 Bronze Swing Check Valve (Threaded)
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Fig. 5451

Material List 

Dimension 

mm 15 20 25 32 40 50 65 80 100

Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

58 66 76 88 96 112 136 147 180

37 43 49 57.5 63 72 85 93 110

DN

L

H

Specification
MSS SP-80
Screwed Cap • Swing Type Disc • Integral Seat
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Part Name  Material  ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Cap Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Brass B124 C38800 2874 CZ122

Hinge Pin Brass Rod B124 C38800 2874 CZ122

Gasket Non-Asbestos



CLASS 150 Bronze Globe Valve (Threaded)
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Fig. 6352

Material List 

Dimension 

mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

52 63 76 84 98 116

70 82 92 108 120 140

60 65 70 78 92 103

L

H

D

DN

Specification
MSS SP-80
Screwed-In Bonnet • Swivel Disc
Rising Stem • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Part Name Material  ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Bonnet Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Bronze (Gunmetal) B62 C83600 1400 LG2

Stem Brass Rod B124 C38800 2874 CZ122

Packing PTFE

Packing Nut Brass Rod B124 C38800 2874 CZ122

Gland Brass Rod B124 C38800 2874 CZ122

Handwheel Cast Iron A48 No.35 1452 Gr.260



CLASS 150 Bronze Y - Strainer (Threaded)
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Fig. 7654L

Dimension 

mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

58 70 88 96 107 126

33 41 49 56 62 80H

L

DN

Specification
Y-Pattern Body • Screwed Cap With Plug
Stainless Steel 304 Screen • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure 450 psi (31 bar) Hydrostatic

80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Standard Screens 
 

Free Flow Area

mm inch mm inch inch2

15-50 1/2~2 1.4 X 1.2 0.06 X 0.05 225

Size Hole Diameter

Material List 

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Cap Bronze (Gunmetal) B62 C83600 1400 LG2

Plug Brass B124 C38800 2874 CZ122

Screen Stainless Steel 304 A240 304 1449 304S31

Gasket Non-Asbestos Steet



CLASS 150 Bronze Y - Strainer (Threaded)
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Fig. 7654

Material List 

Dimension 

mm 15 20 25 32 40 50 65 80

Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3

58 70 88 96 107 126 226 255

50 57 61 74 80 100 121 140

L

H

DN

Specification
Y-Pattern Body • Screwed Cap With Plug
Stainless Steel 304 Screen • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~80mm(3")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure 450 psi (31 bar) Hydrostatic

80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Cap Bronze (Gunmetal) B62 C83600 1400 LG2

Plug Brass B124 C38800 2874 CZ122

Screen Stainless Steel 304 A240 304 1449 304S31

Gasket Non-Asbestos Steet

Standard Screens 
 

Free Flow Area

mm inch mm inch inch2

15-80 1/2~3 1.4 X 1.2 0.06 X 0.05 225

Size Hole Diameter



CLASS 150 Bronze Vertical Lift Check Valve (Threaded)
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Fig.5407

Material List 

Dimension 

DN mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

53 60 69 79 80 99

17 20 24 29 35 41

L

H

Specification
MSS SP-80
Vertical Lift In-Line Type
Metal Disc NBR Seat 
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Cap Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Bronze (Gunmetal) B62 C83600 1400 LG2

Spring Stainless Steel 304 A313 304 3111 304S31

Seat NBR

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas



CLASS 150 Bronze Foot Valve (Threaded)

9www.galars.info
  11200 WESTHEIMER SUITE 201 HOUSTON TX 77042 USAGALA RS INC WORLD HEADQUARTERS

Fig.5505 

Material List 

Dimension 

DN mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

53 60 69 79 80 99

85 95 113 132 139 171

23 30 35 42 52 63D

L

H

Specification
MSS SP-80
Vertical Lift In-Line Type
Metal Disc NBR Seat 
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Cap Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Bronze (Gunmetal) B62 C83600 1400 LG2

Spring Stainless Steel 304 A313 304 3111 304S31

Strainer Stainless Steel 304 A240 304 1449 304S31

Seat NBR

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water



CLASS 150 Bronze Angle Valve (Threaded)
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Fig.6400 

Material List 

Dimension 

DN mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

28 33 35 44 48 61

86 97 110 135 143 157

53 57 65 65 78 97

L

H

D

Part Name Material ASTM BS

Body Bronze (Gunmetal) B62 C83600 1400 LG2

Bonnet Bronze (Gunmetal) B62 C83600 1400 LG2

Disc Bronze (Gunmetal) B62 C83600 1400 LG2

Stem Brass Rod B16 C36000 2874 CZ121

Packing PTFE

Packing Nut Brass Rod B16 C36000 2874 CZ121

Gland Brass Rod B16 C36000 2874 CZ121

Handwheel Cast Iron A48 No.35 1452 Gr.260

Gasket Non Asbestos

Specification
MSS SP-80
Screwed-In Bonnet • Angle Type Body • Rising Stem
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

Suitable Media Water, Oil, Gas
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CLASS 150 Bronze Valves



Brass Ball Valve (Threaded)
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Fig. 1201

Specification
Screwed Body Cap • Full Bore
Blow-out Proof Stem • PTFE Seat
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Material List 

Dimension 

TYPE 600

8 10 15 20 25 32 40 50 65 80 100

46 46 48.5 55 64.5 75 85 99 120 136 156

46 46 48 52.5 58 71 76 90 100 110 127

72 72 97 97 104 123 123 150 225 225 225

H

D

DN

L

Pressure Ratings

Working Pressure 600 psi (41.3 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Stem

Testing Pressure Shell: 900 psi (62 bar) Hydrostatic

Seat: 660 psi (45.5 bar) Hydrostatic

         80 psi (5.5 bar) Air

Part Name Material ASTM BS

Body Brass B124 C38800 2874 Cz122

Cap Brass B124 C38800 2874 Cz122

Ball Brass B124 C38800 2874 Cz122

Seat PTFE

Stem Brass Rod B124 C38800 2874 Cz122

O-Ring NBR

Handle Steel A709 36



Brass Gate Valve (Threaded)
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Fig. 3101

Material List 

Dimension 

15 20 25 32 40 50 65 80 100

45 49 55 62 64 78 88 98 107

75 83 94 111 124 144 186 209 255

13 14 16 18 18 20 23 27 29.5

14 19.5 25 32 38 48 63 76 96

D

DN

L

H

d

CLASS 125

Specification
Screwed-In bonnet • Solid Wedge Disc
Non-Rising Stem • Integral Seat • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Pressure Ratings

Working Pressure 200 psi (13.8 bar) WOG Non-Shock

125 psi (8.6 bar) Saturated Stem

Testing Pressure Shell: 300 psi (20.7 bar) Hydrostatic

Seat: 220 psi (15.1 bar) Hydrostatic

         80 psi (5.5 bar) Air

 Suitable Media Water, Oil, Gas.

Part Name  Material  ASTM BS

Body Brass B124 C38800 2874 CZ122

Bonnet Brass B124 C38800 2874 CZ122

Disc Brass B124 C38800 2874 CZ122

Stem Brass Rod B124 C38800 2874 CZ122

Packing PTFE

Packing Nut Brass Rod B124 C38800 2874 CZ122

Gland Brass Rod B124 C38800 2874 CZ122

Handwheel Cast Iron A48 No.35 1452 Gr.260

Gasket Non- Asbestos



Brass Gate Valve (Flanged)
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Fig. 3104

Material List 

Dimension 

25 32 40 50 65 80 100

25 32 38 45 56 68 90

88 94 106 117 132 150 174

95 110 124 138 170 198 242

60 72 80 110 130 178 200

DN

d

L

H

D

CLASS 125

Specification
Screwed-In bonnet • Solid Wedge Disc
Non-Rising Stem • Integral Seat • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
End Connection Flanged BS4504 
Size Range: 25mm(1")~100mm(4")
 

Pressure Ratings

Working Pressure 200 psi (13.8 bar) WOG Non-Shock

125 psi (8.6 bar) Saturated Stem

Testing Pressure Shell: 300 psi (20.7 bar) Hydrostatic

Seat: 220 psi (15.1 bar) Hydrostatic

         80 psi (5.5 bar) Air

Part Name  Material  ASTM BS

Body Brass B124 C38800 2874 CZ122

Bonnet Brass B124 C38800 2874 CZ122

Disc Brass B124 C38800 2874 CZ122

Stem Brass B124 C38800 2874 CZ122

Packing Nut Brass B124 C38800 2874 CZ122

Packing PTFE

Stem Bush Brass B124 C38800 2874 CZ122

Handwheel Cast Iron A48 No.35 1452 Gr.260



CLASS 125 Brass Auto Air Vent (Threaded)
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Fig. 9801

Material List 

Dimension 

DN 15 20 25

L 50 50 50

H 76 76 76

Part Name  Material  ASTM BS

Body Brass B124 C38800 2874 CZ122

Disc Brass B124 C38800 2874 CZ122

Stem Brass B124 C38800 2874 CZ122

Cap Brass B124 C38800 2874 CZ122

Gasket NBR

Air Cap Brass B124 C38800 2874 CZ122

Connector Brass B124 C38800 2874 CZ122

Core Brass B124 C38800 2874 CZ122

Floater Polytene

Floater Bar Brass B124 C38800 2874 CZ122

O Ring NBR

Spring Stainless Steel

Specification
Screwed-In Bonnet • Swivel Disc
Rising Stem • Asbestos Free
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~25mm(1")
 

Pressure Ratings

Working Pressure 300 psi (20.7 bar) WOG Non-Shock

150 psi (10.3 bar) Saturated Steam

Testing Pressure Shell: 450 psi (31 bar) Hydrostatic

Seat: 330 psi (22.7bar) Hydrostatic

         80 psi (5.5 bar) Air

L

H



Brass Vertical Lift Check Valve 
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Fig.5307

Material List 

Dimension 

DN mm 15 20 25 32 40 50 65 80 100

Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

46 50 56 68.5 70 81 99 102 112

33.5 41 45.5 56 83.5 81 97 112 142.5

L

H

Specification
Vertical Lift In-Line Type
Metal Disc NBR Seat 
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Part Name Material ASTM BS

Body Brass B124 C38800 2874 CZ122

Bonnet Brass B124 C38800 2875 CZ122

Disc Brass B124 C38800 2876 CZ122

Stem Brass B124 C38800 2877 CZ122

Rubber Nitrile Rubber

Spring SS 304 A313 304 3111 304S31

Pressure Ratings

CLASS 125

Working Pressure 200 psi (13.8 bar) WOG Non-Shock

125 psi (8.6 bar) Saturated Stem

Testing Pressure Shell: 300 psi (20.7 bar) Hydrostatic

Seat: 220 psi (15.1 bar) Hydrostatic

         80 psi (5.5 bar) Air
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Fig.6302

Material List 

Dimension 

DN mm 15 20 25 32 40 50

Inch 1/2 3/4 1 1-1/4 1-1/2 2

46 52 65 74 85 95

64 69 77 93 104 126

55 55 60 72 80 100D

L

H

Specification
Vertical Lift In-Line Type
Metal Disc NBR Seat 
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~50mm(2")
 

Part Name Material ASTM BS

Body Brass B124 C38800 2874 CZ122

Bonnet Brass B124 C38800 2875 CZ122

Stem Brass B124 C38800 2876 CZ122

Packing Nut Brass B124 C38800 2877 CZ122

Packing PTFE

Disc Aluminum

Handwheel SS A313 304 3111 304S31

Pressure Ratings

CLASS 125

Working Pressure 200 psi (13.8 bar) WOG Non-Shock

125 psi (8.6 bar) Saturated Stem

Testing Pressure Shell: 300 psi (20.7 bar) Hydrostatic

Seat: 220 psi (15.1 bar) Hydrostatic

         80 psi (5.5 bar) Air

Brass Globe Valve (Threaded)
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Fig.7630

Specification
Metal Disc NBR Seat 
Threaded to BS 21 (ISO7) / ASME B1.20.1
Size Range: 15mm(1/2")~100mm(4")
 

Pressure Ratings

CLASS 125

Working Pressure 200 psi (13.8 bar) WOG Non-Shock

125 psi (8.6 bar) Saturated Stem

Testing Pressure Shell: 300 psi (20.7 bar) Hydrostatic

Seat: 220 psi (15.1 bar) Hydrostatic

         80 psi (5.5 bar) Air

Brass Y Strainer

Dimension 

DN mm 15 20 25 32 40 50 65 80 100

Inch 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

54 63 73 88.5 95 113 128 145 175

33 36 42 51 52 72 87 102 128

L

H

Material List 

Part Name Material ASTM BS

Body Brass B124 C38800 2874 CZ122

Cap Brass B124 C38800 2874 CZ122

Gasket Non-Asbestos Steet

Screen Stainless Steel 304 A240 304 1449 304S31

Standard Screens 
 

Free Flow Area

mm inch mm inch inch2

15-100 1/2~4 1.4 X 1.2 0.06 X 0.05 225

Size Hole Diameter
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GALA RS INC
11200 Westheimer, 
Suite 201 Houston, 
Texas 77042   
Tel:(713)562-8136 
Fax:(713)782-6803
Website:www.galars.info
E-mail:info@galars.info

Technical date published in this catalogue have been developed 
from our design calculation, in-house testing, field reports 
provided by our customers and/or published official standard or 
specifications. They are good only to cover typical applications 
as a general guideline to users of GALA products introduced in 
this catalogue.

For any specific application, users are kindly requested to 
contact GALA for technical advice, or to carry out their own 
study and evaluation for providing suitability of the products to 
such an application. Failure to follow this request could result I 
property damage and/or personal injury, for which we shall not 
be liable.

While this catalogue has been complied with the utmost care, 
we assume no responsibility for errors, impropriety or 
inadequacy. Any information provided in this catalogue is 
subject to from-time-to-time change without notice for error 
rectification, product discontinuation, design modification, new 
product introduction or any other cause that GALA considers 
necessary. This edition cancels all previous issues.

CAUTION

Distributor:
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